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Appl. No. 10/723,912 

Amdt dated January 24, 2007 

Reply to Office action of August 24, 2006 

Amendments to the Specification: 

Please replace the pamgraph which starts on page 9 line 16 and ends on page 10 line 19 
with the following amended paragraph: 

Elements of one embodiment of the invention may be implemented by hardware, 
firmware, software or any combination thereof. The term hardware generally refers to 
an element having a physical structure such as electronic, electromagnetic, optical, 
electro-optical, mechanical, electro-mechanical parts, etc. The term software generally 
refers to a logical structure, a method, a procedure, a program, a routine, a process, an 
algorithm, a formula, a function, an expression, etc. The term firmware generally refers 
to a logical structure, a method, a procedure, a program, a routine, a process, an 
algorithm, a formula, a function, an expression, etc that is implemented or embodied in 
a hardware structure (e.g., flash memory, ROM, EROM). Examples of firmware may 
include microcode, writable control store, micro-programmed structure* When 
implemented in software or firmware, the elements of an embodiment of die present 
invention are essentially the code segments to perform the necessary tasks. The 
software/firmware may include the actual code to carry out the operations described in 
one embodiment of the invention, or code that emulates or simulates the operations. 
The program or code segments can be stored in a processor or machine accessible 
medium or transmitted by a computer data signal embodied in a carrier wave, or a 
signal modulated by a carrier, over a transmission medium. The "processor readable or 
accessible medium" or M machine readable or accessible medium" may include any 
medium that can store, transmit, or transfer information. Examples of the processor 
readable or machine accessible medium include an electronic circuit, a semiconductor 
memory device, a read only memory (ROM), a flash memory, an erasable ROM 
(EROM), a floppy diskette, a compact disk (CD) ROM, an optical disk, a hard disk, a 
fiber optic medium, a radio frequ ency fttF) link, etc The computer data signal may 
include any signal that can propagate over a transmission medium such as electronic 
network channels, optical fibers, air, electromagnetic, RF links, etc. The code segments 
may be downloaded via computer networks such as the Internet, Intranet, etc. The 
machine accessible medium may be embodied in an article of manufacture. The 
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machine accessible medium may include data that* when accessed by a machine, cause 
the machine to perform the operations described in the following. The machine 
accessible medium may also include program code embedded therein. The program 
code may include machine readable code to perform the operations described in the 
following* The term "data" here refers to any type of information that is encoded for 
machine-readable purposes. Therefore, it may include program, code, data, file, etc. 
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